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Operation Door Sweep
Features •	 Mill Finish 2" Aluminum Angle with 3" Nylon Brush
Application •	 Ideal for Residential, Commercial & Industrial

Part No.: Part Description:

Customer Name:

Notes:

Job No./Name: Date: Provided By:

W-26-3
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SCREW TYPE #A
#8 X 3/4” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #E
#10 X 1” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #C
#8 X 1” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #B
#8 X 3/4” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #F
#10 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT
TORX DRIVE, TEK SCREWS.

SCREW TYPE #D
#8 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #G
3/16” X 1-3/4” HiLo-TAPPING
THREAD, GREY PHILLIPS DRIVE,
CONCRETE SCREWS
(5/32” PRE-DRILL REQUIRED)

SCREW TYPE #H
#10 X 1-3/4” STAINLESS STEEL
FLAT HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #I
#10 X 2” STAINLESS STEEL
FLAT HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #J
#10 X 1-1/2” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #K
#10 X 1-1/2” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS.

THRESHOLDS: ALL THRESHOLDS ARE SUPPLIED 
PRE-DRILLED WITH COUNTER SUNK HOLES  
AND SUPPLIED WITH SCREW TYPE G AS STANDARD

WEATHERSTRIP: WHERE APPLICABLE, WEATHERSTRIP 
SEALS ARE SUPPLIED PUNCHED WITH OBROUND HOLES 
FOR ADJUSTMENT AND WITH SCREWS AS INDICATED 
ON THE PAGES UNDER EACH PRODUCT

SCREW TYPE #L
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, SOCKET CAP
MACHINE SCREW WITH SECURITY
SLEEVE & WASHER

SCREW TYPE #M
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX, MACHINE SCREW WITH 
SECURITY SLEEVE & WASHER

SCREW TYPE #N
#6 X 3/4” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #O
#6 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX DRIVE, TYPE A SCREWS.

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX
SCREWS FOR THRESHOLD W/ ANCHOR

OPTIONAL STAINLESS STEEL SCREWS 
FOR THRESHOLD W/ ANCHOR

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

SCREW TYPE #L
WC-USB CUSTOM STAINLESS STEEL
HEX DRIVE, UNIVERSAL SEX BOLT
Ø3/8” or “V” DRILL BIT 
CLEARANCE HOLE REQUIRED.

SCREW TYPE #P
#2 X 1/2” STAINLESS STEEL
FLAT HEAD, PHILLIPS DRIVE,
TYPE A SCREWS.

SCREW TYPE #A
#8 X 3/4” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #E
#10 X 1” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #C
#8 X 1” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #B
#8 X 3/4” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #F
#10 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT
TORX DRIVE, TEK SCREWS.

SCREW TYPE #D
#8 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #G
3/16” X 1-3/4” HiLo-TAPPING
THREAD, GREY PHILLIPS DRIVE,
CONCRETE SCREWS
(5/32” PRE-DRILL REQUIRED)

SCREW TYPE #H
#10 X 1-3/4” STAINLESS STEEL
FLAT HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #I
#10 X 2” STAINLESS STEEL
FLAT HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #J
#10 X 1-1/2” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #K
#10 X 1-1/2” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS.

THRESHOLDS: ALL THRESHOLDS ARE SUPPLIED 
PRE-DRILLED WITH COUNTER SUNK HOLES  
AND SUPPLIED WITH SCREW TYPE G AS STANDARD

WEATHERSTRIP: WHERE APPLICABLE, WEATHERSTRIP 
SEALS ARE SUPPLIED PUNCHED WITH OBROUND HOLES 
FOR ADJUSTMENT AND WITH SCREWS AS INDICATED 
ON THE PAGES UNDER EACH PRODUCT

SCREW TYPE #L
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, SOCKET CAP
MACHINE SCREW WITH SECURITY
SLEEVE & WASHER

SCREW TYPE #M
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX, MACHINE SCREW WITH 
SECURITY SLEEVE & WASHER

SCREW TYPE #N
#6 X 3/4” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #O
#6 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX DRIVE, TYPE A SCREWS.

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX
SCREWS FOR THRESHOLD W/ ANCHOR

OPTIONAL STAINLESS STEEL SCREWS 
FOR THRESHOLD W/ ANCHOR

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

SCREW TYPE #L
WC-USB CUSTOM STAINLESS STEEL
HEX DRIVE, UNIVERSAL SEX BOLT
Ø3/8” or “V” DRILL BIT 
CLEARANCE HOLE REQUIRED.

SCREW TYPE #P
#2 X 1/2” STAINLESS STEEL
FLAT HEAD, PHILLIPS DRIVE,
TYPE A SCREWS.

SCREW TYPE: K
#10 x 1-1/2” stainless steel 
button head, tamper-
resistant torx drive, type a 
screws

SCREW TYPE #A
#8 X 3/4” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #E
#10 X 1” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #C
#8 X 1” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #B
#8 X 3/4” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #F
#10 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT
TORX DRIVE, TEK SCREWS.

SCREW TYPE #D
#8 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #G
3/16” X 1-3/4” HiLo-TAPPING
THREAD, GREY PHILLIPS DRIVE,
CONCRETE SCREWS
(5/32” PRE-DRILL REQUIRED)

SCREW TYPE #H
#10 X 1-3/4” STAINLESS STEEL
FLAT HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #I
#10 X 2” STAINLESS STEEL
FLAT HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #J
#10 X 1-1/2” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #K
#10 X 1-1/2” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS.

THRESHOLDS: ALL THRESHOLDS ARE SUPPLIED 
PRE-DRILLED WITH COUNTER SUNK HOLES  
AND SUPPLIED WITH SCREW TYPE G AS STANDARD

WEATHERSTRIP: WHERE APPLICABLE, WEATHERSTRIP 
SEALS ARE SUPPLIED PUNCHED WITH OBROUND HOLES 
FOR ADJUSTMENT AND WITH SCREWS AS INDICATED 
ON THE PAGES UNDER EACH PRODUCT

SCREW TYPE #L
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, SOCKET CAP
MACHINE SCREW WITH SECURITY
SLEEVE & WASHER

SCREW TYPE #M
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX, MACHINE SCREW WITH 
SECURITY SLEEVE & WASHER

SCREW TYPE #N
#6 X 3/4” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #O
#6 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX DRIVE, TYPE A SCREWS.

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX
SCREWS FOR THRESHOLD W/ ANCHOR

OPTIONAL STAINLESS STEEL SCREWS 
FOR THRESHOLD W/ ANCHOR

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

SCREW TYPE #L
WC-USB CUSTOM STAINLESS STEEL
HEX DRIVE, UNIVERSAL SEX BOLT
Ø3/8” or “V” DRILL BIT 
CLEARANCE HOLE REQUIRED.

SCREW TYPE #P
#2 X 1/2” STAINLESS STEEL
FLAT HEAD, PHILLIPS DRIVE,
TYPE A SCREWS.

SCREW TYPE #A
#8 X 3/4” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #E
#10 X 1” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #C
#8 X 1” STAINLESS STEEL
PAN HEAD, ROBERTSON 
DRIVE, TEK SCREWS.

SCREW TYPE #B
#8 X 3/4” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #F
#10 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT
TORX DRIVE, TEK SCREWS.

SCREW TYPE #D
#8 X 1” STAINLESS STEEL
PAN HEAD, TAMPER-RESISTANT 
TORX DRIVE, TEK SCREWS.

SCREW TYPE #G
3/16” X 1-3/4” HiLo-TAPPING
THREAD, GREY PHILLIPS DRIVE,
CONCRETE SCREWS
(5/32” PRE-DRILL REQUIRED)

SCREW TYPE #H
#10 X 1-3/4” STAINLESS STEEL
FLAT HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #I
#10 X 2” STAINLESS STEEL
FLAT HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS
(COMPLETE WITH NYLON ANCHOR)

SCREW TYPE #J
#10 X 1-1/2” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #K
#10 X 1-1/2” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT 
TORX DRIVE, TYPE A SCREWS.

THRESHOLDS: ALL THRESHOLDS ARE SUPPLIED 
PRE-DRILLED WITH COUNTER SUNK HOLES  
AND SUPPLIED WITH SCREW TYPE G AS STANDARD

WEATHERSTRIP: WHERE APPLICABLE, WEATHERSTRIP 
SEALS ARE SUPPLIED PUNCHED WITH OBROUND HOLES 
FOR ADJUSTMENT AND WITH SCREWS AS INDICATED 
ON THE PAGES UNDER EACH PRODUCT

SCREW TYPE #L
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, SOCKET CAP
MACHINE SCREW WITH SECURITY
SLEEVE & WASHER

SCREW TYPE #M
1/4-20 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX, MACHINE SCREW WITH 
SECURITY SLEEVE & WASHER

SCREW TYPE #N
#6 X 3/4” STAINLESS STEEL
TRUSS HEAD, ROBERTSON 
DRIVE, TYPE A SCREWS.

SCREW TYPE #O
#6 X 3/4” STAINLESS STEEL
BUTTON HEAD, TAMPER-RESISTANT
TORX DRIVE, TYPE A SCREWS.

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX
SCREWS FOR THRESHOLD W/ ANCHOR

OPTIONAL STAINLESS STEEL SCREWS 
FOR THRESHOLD W/ ANCHOR

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

OPTIONAL TAMPER-RESISTANT TORX SCREWS:

SCREW TYPE #L
WC-USB CUSTOM STAINLESS STEEL
HEX DRIVE, UNIVERSAL SEX BOLT
Ø3/8” or “V” DRILL BIT 
CLEARANCE HOLE REQUIRED.

SCREW TYPE #P
#2 X 1/2” STAINLESS STEEL
FLAT HEAD, PHILLIPS DRIVE,
TYPE A SCREWS.

SCREW TYPE: J
#10 x 1-1/2” stainless steel 
truss head, robertson drive, 
type a screws

© 2020 K.N. CROWDER MFG. INC. All Rights Reserved.

K.N. CROWDER MFG. INC.
1220 BURLOAK DRIVE
BURLINGTON, ONTARIO
L7L 6B3	 CANADA

K.N. CROWDER. INC.
210 EIGHTH STREET SOUTH
LEWISTON, NEW YORK
14092	 U.S.A.

TOLL-FREE PHONE: 1-866-999-1KNC (1562)
WEBSITE: kncrowder.com
EMAIL: customerservice@kncrowder.com
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