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C-95SL-CT Security Lockset
FEATURES

FINISHES

1 - C-95TFP Thumb Turn 
	 Self-Latching Lever Flush Pull

INCLUDED COMPONENTS

1 - C-95CFP Cylinder  
	 Self-Latching Lever Flush Pull

626 Dull Chrome

605 Bright Brass

606 Dull Brass

613 Oil Rubbed Bronze*

618 Bright Nickel Plated

619 Dull Nickel Plated

622 Flat Black*

625 Bright Chrome

Custom Finish

Installation Instructions

* Bolt, button and edge pull will remain a lacquered satin brass 

1 - Cylinder

Cylinder + Thumb Turn 
Locking Mechanism: self-latching
Flush Pulls: 3 7/8 in [98.4 mm] x 9 3/8 in [238.1 mm]
Edge Pull: spring-loaded
Door Thickness: 1 3/4 in [44.5 mm]
Strike Plate: 1 1/4 in [31.8 mm] x 4 7/8 in [123.8 mm]
Backset: standard 2 3/4 in [69.9 mm] (alternative backsets available upon request)
Handing: specify left or right

1 - C-95ESL Entry Self-Latching 
	 Lock and Edge Pull Body

https://www.kncrowder.com/public/product/c-95sl-ct
https://www.kncrowder.com/public/product/c-95sl-ct
https://www.kncrowder.com/public/web/uploads/products/docs/C-95SL-CT-SELF-LATCHING-SECURITY-LOCKSET-TEMPLATE-2024r.pdf
http://www.kncrowder.com
https://www.kncrowder.com/public/product/c-95sl-ct
	https://www.kncrowder.com/web/uploads/products/docs/C-90-SERIES-HANDING-DETAILS-2023.pdf
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